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ARC FLASH HELMET 
with INTEGRATED FACE SHIELD 

MO-180-ARC4 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Arcflash Helmet 4 cal/cm² / class 2 

Compliant with ASTM F2178 and IEC 61482-1-2 

Maximum Voltage Use : 20 kV (ANSI) 7,5 kV (IEC) 
 

TECHNICAL CHARACTERISTICS 

 Protection against mechanical shocks 

 Insulating protection of the shell to 20 kV (ANSI) - 7,5 kV (IEC) 

 Face shield protection against electrical arc 

 Protection against electrical arc thermal effect 4cal/cm² and class 2 

 Optimal visual comfort : Visible Light Transmission > 75% 

 High density polypropylene shell 

 Textile chin-strap with 4 fixation points and a user friendly locking system 
by clip 

 Textile head base with 6 fixation points with adjustment of the height 

 Adjustable size from 52 to 66 cm by mean of head rim (5mm intervals) 

 Retractable face shield inside the helmet 
 

ATPV 4cal/cm² 

Visible Light Transmission : 

VLT > 75% according to GS-ET-29 
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   CATU S.A. 10 to 20 avenue Jean Jaurès  Po.Box 2  92 222 BAGNEUX – Cedex FRANCE 

Phone : (33) 1 42 31 46 00  Fax : (33) 1 42 31 46 31  www.catuelec.com 

 

 

MO-180-ARC4 

 
 
 
 

DIMENSIONS / WEIGHT 

Weight : 790 gr 
 
 

STANDARD REFERENCE 

 Category III PPE CE certified and compliant with the directive PPE 89/686/EEC 
Annex II 

 

 Shell 
- EN 397 440V 
- Class E 20 kV according to ANSI Z 89.1 
- EN 50365 insulating 1000V AC, 1500V DC 
- 7,5 kV insulating (Equivalent to Class 1 according to 

IEC Class as defined by IEC standards) 
 

 Face shield 
- IEC 61482-1-2 / GS-ET 29 class 2 
- ASTM F2178 : ATPV 4 cal/cm² 
- EN 166 / EN 170 
- Marking : 

 MO-180-ARC4: 2C-1.2 CATU 1 B 8-2-0 3 
- 2 Filter UV 
- C Improved color recognition 
- 1.2 Shade number (75% > VLT * > 100%) 

* Visible Light Transmission 
- CATU Manufacturer code (CATU) 
- 1 Optical class 
- B Mechanical energy impact 
- 8 Resistance to short circuit electrical arc 
- 2 Arcflash Class 2 as per IEC 61482-1-2 / GS-ET-29 (Box Test) 
- 0 Luminous transmittance Class 0 according to GS-ET-29 
- 3 Protection against splash of liquids 

 
 

OPTIONNAL ACCESSORIES 

MO-180-ARC4-VISOR : Spare part (Visor + chin protector) 
 
M-881838 : Velcro red and white for helmet to identify the worker 

 
M-87384 : Protection bag 

 
MS-124 : Front head lamp 5 leds 

http://www.catuelec.com/

